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Abstract:

An investigation of the design of unusual collars, which are formed around oval, square, trapezium, or
pentagon necklines in lady's clothing, is presented in the paper. The study aim is creating of a new
mode for correct and facilitating design of these kinds of collars. Smilar investigations were made for
collars with lapels, shawl or other design, formed around traditional V necklines, shaped with straight
or curved lines. The approach for previous investigations is used in the present investigation. It
includes a new depending, deduced with the use of multiple regressions and new geometrical drawing.

The results of the presented study and the new geometrical mode give possibilities for facilitating and
correct design constructing collars with aesthetic form and shape position toward bodice, and
creation of models variety around oval, square, trapezium, or pentagon necklines. The new design
constructional mode is suitable for both traditional manual and drawing with CAD systems.
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1 INTRODUCTION

The collars often are the center of the compositon in the garments and designers often create new
models only by changes of the collar forms. The lapel, shawl collars, or other shape of collars usually
are designed around V necklines. Sometimes in lady's clothing these kinds of collars are formed
around oval (like first model in figure 1), square, trapezium (like second model in figure 1), or
pentagon necklines. The paper presents an investigation of design constructing of collars around these
necklines, designed overall unusual collar form. The study aim is creating of a new geometrical mode
for correct and facilitating design of these kinds of collars.

2 EXPERIMENTAL METHODOLOGY

The constructional mode by the system M. Miiller + Sohn, which is used for design of collars around
V necklines [1], can be used for design constructing collar around oval, square, trapezium, or pentagon
necklines. The construction is presented in figure 2. The neckline can be extra sunk. The segments 1+2
= 2+3 = 1,5-2,0 cm define the collar stand height by the shoulders. They are parallel to the back
middle line. The segments 4+5 = 5+6 = 1+2 + 1,0 define the collar stand height by the back middle.
Points 2 and 5 are connected with a curved line. Points 3 and 6 are connected with a curved line, too.
The segment 7+8 defines the tangent line to the neckline in the point of intersection between the
neckline and shoulder. Point 7 is situated on a horizontal line which is located 8-10 cm over the bust
dart point. 8 is the point of interception of the front neckline and shoulder. For design of collars around
oval, trapezium, or pentagon neckline point 7 have to be located to the left than point 8. The segment
7+8 is in vertical position if the neckline is designed in square form. The front neckline is formed with
a curved line, formed oval form, like the model on figure 2, or combination from curved or straight
lines, created square, trapezium or pentagon form. An arc is drawn with centre point 7 and radius 7+8.
On the arc: 8+9 = 9+10 = 1+2 = 2+3. 8+9 and 9+10 defines the collar stand height by the shoulders,
too. The distance 8+11 defines the collar width by the shoulders.
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Figure 1: Collarsaround oval and trapezium necklines
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The back is held position over the front as the distance between points 3 and 10 is 0,75 cm, and the
front and back shoulders are crossed each other in the point 11. The distance 5+12 defines the collar
width in the back middle. The point 13 defines the collar beginning on the the neckline. The curve
10+14 is the same the curve 8+13, as the segment 7+10 is the tangent line to 10+13 in the point 10.
The line of collar connection is curve 14+10+3+6. The collar edge is drawn with a curved line
between points 12 and 14 through point 11.

Figure 2: Collar design constructing by the use of the system M. Mdiller + Sohn

It is seen in the construction in figure 2 that the location on the back over the front defines the collar
slope, and if the other way for determinarion of the slope of the collar will be found, the design
constructional mode will be facilitated. In investigations, presented in [2], like in traditional
costructional mode for lapel and shawl collar with straight rollline, an arc replace the position on the
back over the front in the determination of the collar slope. The same approach is used for facilitation
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of the construction in figure 2. In figure 3 points 7 and 9 are connected with a straight line, and the line
is extended over point 9. An arc is drawn with center point 10 and radius 10+6 between point 6 and
extended line 7+9. On the arc: 6+a = 5+6. Distance 6+a defines the collar stand height in the collar
middle. The arc reaches extended line 7+9 in point b. If the distance a+b is determinated with a
formila, which is accurate for different measures of design and constructional elements, the
construction will become facilitating.

The distance a+b is defined by the central angle B of the arc a+b depending on collar width by the
shoulders — distance 8+11 and the angle between line 7+9 and a vertical lin drawn througt point 7 —
angle a. The dependence for determination of angle B is found by the use of the method of multiple
linear regression.
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Figure 3. Determination of the collar slope with an arc. Regression model. Dependent and
independent variables
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For the investigation two constructional bases of lady's jacket are drawn by two different
methodologies [1, 3] for two different size. With the use of the constructional bases the constructions
from the type, presented in figure 3, are designed for different combination of values: a = 4,76-23,65°
(The value of angle a depends of the location of point 7 on the horisontal line, which is drawn on 9 cm
over the bust dart point.); the extra neckline depth is 0-2,0 cm; the collar stand height by the back
middle is 2,5-3,0 cm; the collar width by the shoulders is W =4,0-10,0 cm.

In this investigation traditonal linear regression formula (1) aquires mode (2).
Y=Db,+b - X, +b,- X, (1)

Y is dependent variable, X, and X, — independent variables, b, — constant, b; and b, — slopes.
p=b,+b -W+b, -« 2)

B, © is the central angle of the collar slope arc (arc a+b in figure 3) , W, cm — the collar width by the
shoulders, a, ° — the roll line angle (the angle between segment 7+9 and vertical line).

3 RESULTS

The statistical analysis is made with the use of the software STATISTICA 7 [4]. The linear regression
results are by = 14,45538, b; = 1,19105, b; = -0,65842. The accuracy of the regression model is
provided by the values of p < 0,0000, R-square = 0,82119082, Std. Error of estimate = 2,4755.

On the base of the statistical analysis formula (2) assumes form (3).
L=145+12-W-0,65-0 (3)

The linear interaction between dependent and independent variables is presented in figure 4.
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Figure 4: Linear interaction between dependent and independent variables
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4 DESING CONSTRUCTING MODE

After defining the collar slope with the use of formula (3), the new geometrical mode of design
constructing collars around oval, square, trapezium, or pentagon necklines is developed. The new
mode construction is presented in figure 5.

Figure 5: New design constructional mode

In figure 5 point 1 is situated on the horizontal line which is located on 8-10 cm over the bust dart
point. 2 is the point of interception of the front neckline and shoulder after the neckline sinking if it is
necessary for the model. For design of collars around oval, trapezium, or pentagon neckline point 1 is
located to the left than point 2. The segment 1+2 is in vertical position if the neckline is designed in
square form. Segment 1+2 defines the tangent line to the neckline in the point of intersection between
the neckline and shoulder. The front neckline is formed with a curved line, formed oval form, or
combination from curved or straight lines, created square, trapezium (like the model in figure 5), or
pentagon form. An arc is drawn with centre point 1 and radius 1+2. On the arc: 2+3 = 3+4 = 1,5-2,0
cm. Distances 2+3 and 3+4 define the collar stand height by shoulders. Points 1 and 3 are connected
with a straight line, which is extended over point 3. An arc is drawn to the right of line 1+3 with centre
point 4 and radius, equal to the back neckline length after the neckline sinking if the neckline is sunk.
On the arc: Distance 5+6 is defined by its centre angle by formula (3). Distance 6+7 = 2+3 + 1,0
determines the collar stand height by the back middle. Points 4 and 7 are connected with a curved line
and curve 4+7 defines the collar connected line to the back neckline. A line, which is perpendicular to
4+7 is drawn. On the new line: 7+8 = 6+7. Distance 7+8 defines the collar stand height by the back
middle. Distance 8+9 determines the collar width by the back middle. On the front shoulder distance
2+10 define the collar width by the shoulders. The collar edge is drawn with a curved line between
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points 1 and 9 through point 10. The collar edge line shape depends from the model and fashion
trends. Points 1 and 4 are connected with a curved (like the line in the construction in figure 5) or
straight line, which is the same as the line of the neckline — 1+2. The line 1+4 defines the collar
connecting line to the front neckline.

5 CONCLUSIONS

The results of the presented study and the new geometrical mode give possibilities for facilitating and
correct design constructing collars with aesthetic form and shape position toward bodice, and creation
of models variety around oval, square, trapezium, or pentagon necklines. The new design
constructional mode is suitable for both traditional manual and drawing with CAD systems.

References

[1] System M. Miiller + Sohn: SCHNITTECHNICK, RUNDSHAU FUR INTERNATIONALE
DAMENMODE UND SCHNITT-TECHNIK, (1990-2007) , ISSN 0948-7980

[2] Kazlacheva, Zl.: FACILITATING METHODOLOGIES FOR DESIGN OF COLLARS WITH
LAPELS AND SHAWL COLLARS WITH DIMENSIONS, EQUAL OR LARGER
SHOULDERS, TEXTIL | OBLEKLO, (2008) NO. 5, PP. 2-6, ISSN 1310-912X

[3] Kazlacheva, Z1.: DESIGN CONSTRUCTING AND MODELING LADIES JACKETS TRAKIA
UNIVERSITY, TECHNICAL COLLEGE OF YAMBOL, ISBN 954-90573-3-X, YAMBOL,
BULGARIA, (1998)

[4] Hill, T. & Lewicki, P.. ELECTRONIC STATISTICS TEXTBOOK, AVAILABLE FROM
HTTP://STATSOFT.COM/TEXTBOOK/STATHOME.HTML ACCESSED: 2007

Corresponding author:

Zlatina KAZLACHEVA

Technical College of Yambol, Trakia University

Graf Ignatiev 38

8600, Yambol, Bulgaria

phone: +359 89 898284462 fax: +359 46 669183 e-mail: z_kazlacheva@abv.bg

431



